
LED spotlights 

Settene leveres med 10 spotlights pr sett (max). 
Ønskes flere spotlights enn 10 stk må det leveres 2 eller flere sett. 
En kan velge å bruke færre enn 10 spot pr sett om ønskelig (1-10) 









Programmering av fjernkontroll: 

Spot kan programmeres til å starte med ønsket dimming når de slåes på. For å 
programmere dette: 

1. Slå på spotlights. 
2. Dimm til ønsket lysstyrke 
3. Hold inne AV og PÅ knapp samtidig i 2 sekunder. Spottene vil da dimme helt 

opp og helt ned for å bekrefte innstillingene. 
4. Neste gang du setter på spottene vil de starte i innstilt styrke. 

Gjenta disse stegene om du ønsker å endre den forhåndsinnstilte styrken. 

1 klikk = PÅ

Holde inne = dimme opp

1 klikk = AV

Holde inne = dimme ned



Receiver with analogue output 

Article: 
20.001.01PRE 

PLS bvba 
Moeskroensesteenweg 209 
8511 Aalbeke 
Belgium 

DESCRIPTION                                                                          
This receiver, with a suitable transmitter from the POSEIDON®

system, is intended to control dimmable analogue ballasts 1 ÷ 
10 V or devices using analogue control of 0 ÷ 10 V. The re-
ceiver is designed to be built into lighting fittings, ceiling con-
structions and other confined spaces. 

FUNCTIONS OF THE RECEIVER
DIMM – single-button mode 
Press (brief press) the transmitter button to alternately switch 
on/off the output relay while alternating the output signal from 
minimum to maximum and vice-versa. 
Press (long press) the transmitter button to gradually increase 
or decrease the output signal, with opening of the relay upon 
reaching the minimum.  
DIMM – two-button mode 
Press (brief press) the transmitter's upper button to close the 
relay and set the output signal to maximum. 
Press (brief press) the transmitter's lower button to open the 
relay and set the output signal to minimum. 
Press (long press) the transmitter's upper button to close the 
output relay, or to leave the relay closed and gradually in-
crease the output signal up to maximum. 
Press (long press) the transmitter's lower button to gradually 
decrease the output signal, with opening of the output relay 
upon reaching the minimum. 
ON 
Upon each press of the transmitter button, the relay of the re-
ceiver will close and remain closed. The output signal will be 
set to maximum. 
OFF 
Upon each press of the transmitter button, the relay of the re-
ceiver will open and remain open. The output signal will be set 
to minimum. 
SCENE - SC 
Press (brief press) the transmitter button to set the output sig-
nal to a preset level.  
Press (long press) the transmitter button to store the current 
level of the output. 
Up to 16 scenes can be stored. 

TIMER 
Upon pressing the transmitter button, the output relay will 
close and the value of the output signal will be set to maxi-
mum for a preset time period (1 s to 8 hours). Each subse-
quent press of the transmitter button will start the countdown 
from the beginning again. 

TIMER  /OFF SINGLE BUTTON MODE 
If the relay is opened, upon pressing the transmitter button, 
the output relay will close and the value of the output signal 
will be set to maximum for a preset time period (1 s to 
8 hours). If the relay is closed, the output signal will be set to 
the minimum value and the relay will open. 

TIMER  /OFF TWO-BUTTON MODE 
Upon pressing (brief press) the transmitter's upper button, the 
output relay will close and the value of the output signal  
will be set to maximum for a preset time period (1 s to 
8 hours). Each subsequent press of the transmitter button will 
start the countdown from the beginning again. 
Press (brief press) the transmitter's lower button to open the 
relay and set the output signal to minimum. 
LEVEL 
Use this function to set the requested value of the switch-on 
control signal in the transmitter (for DIMM, ON and TIMER 
functions). 
RETR 
This function only "forwards" the code of the programmed 
transmitter in case the range of devices is not sufficient. It 
does not influence the relay status. Minimum distance be-
tween devices is 2 m! 

Note:  

When programming the RETR function, it is recommended to 
program all buttons of the transmitter (press all buttons of the 
transmitter simultaneously). 

In manual setup, only one receiver can be used for retrans-
mission of a code of a transmitter. If you program the same 
code in another receiver (that is within range of the first re-
ceiver), the code of the newly programmed receiver will be 
automatically erased immediately after programming. The re-
ceiver will announce this action by alternating fast blinking of 
the REC and  CODE LEDs.  

If the range of devices is still not sufficient when using one re-
ceiver set for retransmission of the code, remote management 
(SW POSEIDON® Assistant) must be used to set multiple re-
transmission. 

Indication of operating status of the receiver: 
- Flashing LED − a signal is being received from a trans-

mitter.  
- Slow flashing LED ERR./ − weak battery of the last-used 

transmitter. 
- Slow flashing NO CODE LED − memory of the receiver is 

empty. 
- LED OUT lights up – the output relay will close.  
- LED MAX lights up – indication of the maximum value of 

the control signal. 

FIRST USE
- Using a suitable tool, push in the cover lock while pulling it 

upwards (fig. 1). 
- Mount the receiver using 2 screws (included, 3.9x12) or us-

ing a suitable self-adhesive material.
- Connect the receiver to the mains and appliances (fig. 2).
- Then remount the cover in its place. Secure cables against 

coming loose using two screws 3.5x14, which tighten the 
flexible lower part of the cover against the cover of the ter-
minals. (In case covering of the receiver terminals is not re-
quired, you may break off the flexible lower part.)  

- Locate the aerial as far as possible from power cables and 
other metal objects. 

Note: 

Only qualified person can connect (disconnect) the receiver to 
(from) the mains and appliance. 

Due to the risk of reducing the detection zone, it is not rec-
ommended to locate the receiver near sources of electromag-
netic interference. A strong electromagnetic field may impair 
or disable correct functioning of the receiver! The detection 
zone depends on the material in which the receiver is built. 
Conductive materials and items near the receiver aerial de-
crease its operating range. 

The electrical circuit to which the appliance with the receiver is 
connected must be protected by an element (fuse, breaker) of 
cutoff current max. 16 A. 

A) How to program the transmitter into the receiver mem-
ory – basic functions  

DIMM 
- Press (brief press) the PROG button on the receiver once – 

this will be indicated by illuminated LED  REC and flashing 
LED OUT. 

- Press the appropriate button(s) of the transmitter twice. 
- If registration of the program is correct, both LED  REC 

and  CODE will flash simultaneously.
ON 

- Press (brief press) the PROG button on the receiver twice – 
this will be indicated by illuminated LED  REC and ERR./ 
.

- Press the appropriate button(s) of the transmitter twice. 
- If registration of the program is correct, both LED  REC 

and  CODE will flash simultaneously. 
OFF 
- Press (brief press) the PROG button on the receiver three 

times – this will be indicated by illuminated LED  REC and 
NO CODE. 

- Press the appropriate button(s) of the transmitter twice. 
- If registration of the program is correct, both LED  REC 

and  CODE will flash simultaneously. 

B) How to program the transmitter into the receiver mem-
ory – special functions  

TIMER 
- Press (long press >0.5 s) the PROG button on the receiver 

once. It will be indicated by flashing LED  REC and illumi-
nated LED  CODE.   

- Time of relay closing can be selected in two ways: 
1. By measuring off the time 
- Press the appropriate button(s) of the transmitter twice. 

Measuring off the time will be indicated by fast flashing 
LED  CODE, NO CODE and ERR./ .  

- Press the PROG button to stop time measuring. 
2. By table 
- The time of relay closing is specified according to the 

time table by a combination of LED   CODE, NO CODE 
and ERR./   indications; the time unit is specified by 
flashing of the LED s (seconds), the LED m (minutes) or 
simultaneous flashing of both LEDs (hours). The required 
time value can be set by repeated brief presses of the 
PROG button. Time of closing can be set in the following 
values: 2, 3, 5, 10, 15, 30, 45 s, 1, 2, 3, 5, 10, 15, 30, 45 
min and 1 to 8 h. 
Press (long 
press) the PROG 
button to return to 
the operating 
mode. 

- Press the appro-
priate button(s) of 
the transmitter 
twice.  

- If registration of the 
program is correct, both LED  REC and  CODE will flash 
simultaneously.

TIMER  /OFF 
- Press (long press >0.5 s) the PROG button on the receiver 

once and then press it (brief press) once. It will be indicated 
by flashing LED  REC and illuminated LED  CODE and 
ERR./ .  

- Time of relay closing will be set similarly to programming of 
the TIMER  function. 

SCENE - SC 
The transmitter must be programmed for one of 16 scenes 
(SC A1 to A8 and B1 to B8): 
- Press (long press >0.5 s) the PROG button on the receiver 

once and then press it (brief press) twice. It will be indicated 
by flashing LED  REC and illuminated LED  CODE and 
NO CODE. 



- Press (long press) the PROG button once again to select a 
scene according to the table. The scene number will be in-
dicated by a combination of LED  CODE, NO CODE and 
ERR./ , a group of scenes will be indicated by flashing 
LED A or B.  

- Press (brief press) the PROG button repeatedly to select 
the required scene. 

- Press the appropriate button(s) of the transmitter twice.  
- If registration of the program is correct, both LED  REC 

and  CODE will flash simultaneously. 
LEVEL 
- Press (long press >0.5 s) the PROG button on the receiver 

once and then press it (brief press) three times. It will be in-
dicated by flashing LED  REC and illuminated LED 
CODE, NO CODE, ERR./  and OUT. 

- Press the appropriate button(s) of the transmitter twice. 
WARNING – the transmitter must already be programmed 
for one of the DIMM, ON or TIMER functions – indicated by 
fast flashing of LED REC,  CODE, NO CODE, ERR./ .  

- Press the same transmitter’s button (buttons) (long press) 
to set the required level of the control signal. 

- Press (brief press) the PROG button to store the set level in 
the receiver memory – indicated by change of the output 
signal to the maximum or minimum value. 

Note:  
You can press (long press) the PROG button to return from 
the setting mode to the operating mode without changes. 
RETR
- Press (long press >0.5 s) the PROG button on the receiver 

once and then press it (brief press) four times. It will be in-
dicated by flashing LED REC. 

- Press the appropriate button of the transmitter twice. 
- If registration of the program is correct, both LED  REC 

and  CODE will flash simultaneously.
C) How to delete one transmitter programmed with DIMM, 

ON and OFF functions. 
- Press (brief press) the PROG button on the receiver four 

times – this will be indicated by illuminated LED  CODE 
and flashing LED OUT. 

- Press the appropriate button of the transmitter twice. 
- If deletion of the program is correct, both LED  REC and 

CODE will flash simultaneously.
D) How to delete one transmitter programmed with the 

RETR function  
- Press (long press >0.5 s) the PROG button on the receiver 

once and then press it (brief press) five times. It will be indi-
cated by flashing LED  CODE. 

- Press the appropriate button(s) of the transmitter twice. 
- If deletion of the program is correct, both LED  REC and 

CODE will flash simultaneously.
E) How to delete all transmitters 
- Press (long press >10 s) the button on the transmitter. 
- Deletion of all transmitters will be indicated by simultane-

ously flashing LED  REC and  CODE followed by flash-
ing LED NO CODE. 

Note:  

If no code is programmed or no move to another state is per-
formed within 30 seconds of programming or deleting the de-
vice, the receiver automatically returns to operating mode.
Alternating flashing of LED  REC and  CODE − error mes-
sage (for example, the code being programmed has already 
been programmed in the receiver memory, or, in case of dele-
tion, the code being deleted is not present in the memory). 

REMOTE MANAGEMENT
For devices in the POSEIDON® series, manual programming 
of transmitter codes, functions and parameters can be substi-
tuted by remote management using the SW POSEIDON® As-
sistant tool and the P8 TR USB transmitter.  You can even 
use remote management to set other functions and parame-
ters that cannot be accessed otherwise: 
- Disable (enable) manual programming and deletion of 

transmitters. 
- Lock selected transmitters against deletion from the re-

ceiver memory. 
- Setting up to 3 devices with the RETR function for a single 

transmitter. 
- Disable (enable) search mode. 
By default, the receiver is set to the so-called state of time-
limited search. This means that when a receiver is being con-
nected using remote management for the first time, it is possi-
ble to connect to it only within the first five minutes of connect-
ing it to the supply voltage. To enable time-unlimited search 
(can be misused to gain unauthorized access to remote man-
agement!), before you connect the receiver to the supply volt-
age, press and hold the PROG button until the receiver indi-
cates the change by three simultaneous flashes of LED 
 REC,  CODE, NO CODE and ERR./ . Similarly, use this 

procedure to return to time-limited search; the only difference 
is indication by only one short blink.  
The current setting of the search mode can be ascertained 
while connecting the receiver to the supply voltage. Three 
short blinks of LED  REC,  CODE, NO CODE and ERR./ 
indicate unlimited search, one short blink indicates time-
limited search, no short blinking indicates searching is dis-
abled. 

RESET TO DEFAULTS
If you need to cancel all function and parameter settings, you 
can return to the manufacturer's default settings.  
- Press and hold the button on the receiver while the receiver 

is connected to the supply voltage until LED REC, 
CODE, NO CODE and ERR./  light up (approx. 10 s).

- While the LEDs are lit up (approx. 3 s), release the button 
and press it briefly again.

- Resetting to the manufacturer's defaults will be indicated by 
simultaneously flashing LED  REC and  CODE followed 
by continuous illumination of LED NO CODE.

Note: 
When resetting to defaults, all programmed codes will be de-
leted from the receiver memory as well!!! 

Technical data P8 R 01-10 N  
Number of channels: 1 
Power supply: 230 V ±10 % 50 Hz 

Output voltage: 230 V 

Max Output power: 

2300 W classic lights, 
halogen lamps) 

1750 VA (12 V halogen 
lamps with transformer, 
balasts) 

500 VA / 64µ (fluorescent 
lamps) 

Output control signal: 
0÷÷÷÷10 ±0,25 V=  
max. 2,5 mA* 
1÷÷÷÷10 ±0,25 V=  
max. -100 mA* 

Protection: IP 20 according to SN 
EN 60529 

Operating temperature: -20 ÷÷÷÷ + 55 °C 

Weight: 60 g 

Dimensions: 162 × 40 × 30 mm   

Connecting terminals: max. 2,5 mm2

Frequency: 868,3 MHz 

Range: 150 m in open space 

Number of codes: 224

 Codes in memory: max. 32 
* By default, the receiver is factory-preset to the output 
range of 0÷÷÷÷10 V (max. 2.5 mA), but even with this setting, 
1-10 V requiring active load (max. - 100 mA) can be used 
for controlling decoders. The output range can only be 
changed to 1÷÷÷÷10 V using remote management.  

This device shall be operated according to the valid VO–
R/10/ and under the conditions thereby specified.








